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TENDER FOR 

PROVISION OF SMALL WORKS:
 POTHOLE REPAIRS
TENDER SC 682/2009 

TENDERER:



____________________________________

ADDRESS:



____________________________________






____________________________________

TELEPHONE NUMBER:

____________________________________

FAX NUMBER:


____________________________________

DATE:



____________________________________

TENDER: REPAIR OF POTHOLES:
	Hermanus
	

	Kleinmond
	

	Gansbaai
	

	Stanford
	


 (Indicate for which area a tender is submitted
by ticking in the appropriate box.)

SIGNATURE:


____________________________________

CONTACT PERSON:

____________________________________

MOBILE PHONE NUMBER:
____________________________________
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P O Box 20, Hermanus, 7200
TENDER No. SC 682/ 2009

PROVISION OF SMALL WORKS: POTHOLE REPAIRS

Tenders are hereby invited for :TENDER NO. SC 682 / 2009.
Documents, in English, are obtainable at the offices of Overstrand Municipality at Hermanus municipality, Administration - operational 028 – 313 8084 between 08:00 and 15:30 upon payment of a non refundable tender participation fee of R100.00 (hundred rand). Bank guaranteed cheques to be made payable to “Overstrand Municipality“ .

Alternatively the documents can be downloaded free of charge from our website:  www.overstrand.gov.za.  

Sealed tenders, with “TENDER NO. SC 682 / 2009: “Provision of small works: Pothole Repairs” clearly endorsed on the envelope, must be deposited in Tender Box No 3 at the offices of the Overstrand Municipality, Magnolia Avenue, Hermanus.

The closing date and time is on 24 July 2009 at 12h00 and will be opened in public as soon as possible thereafter in the Committee Room, Hermanus Administration.

Tenderers should have a CIDB contractor grading of 1SB or higher.

Tenders must be valid for thirty days after the closing date.
The Overstrand Municipality does not bind itself to accept the lowest or any tender and reserves the right to accept any tender, as it may deem expedient.  Tenders are subject to the Standard Conditions of Tender, the Preferential Procurement Regulations of 2001 and the Supply Chain Management Policy of the Overstrand Municipality.

A compulsory briefing session/site meeting will be held at the offices of Overstrand Municipality (Committee room) Magnolia Avenue, Hermanus, on Friday 17 July 2009 at 12:00.
Please contact Peter Burger at the following number (028 – 313 8084) for any technical information needed. 

OPERASIONAL MANAGER:  PETER BURGER

DIRECTORATE:  COMMUNITY SERVICES
HERMANUS ADMINISTRATION
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GENERAL SPECIFICATION FOR SMALL WORKS: POTHOLE REPAIRS IN THE OVERSTRAND AREA

SPECIFICATIONS:
Scope of work
The potholes that must be repaired in the Overstrand municipal area by the contractor will be indicated by the municipal official working in that specific area. Work orders will be generated and issued for work that needs to be done. All work orders must be completed within 5 working days from date of issue of such work orders, weather permitting. A plan indicating the locality of the working areas will also be issued to the contractor once the contractors have been appointed. All work to be completed to the satisfaction of the operational manager or his delegatee.
Tasks
The tendered rate shall include full compensation for all labour, equipment, travelling and overhead cost for the repairing of potholes in the area for which the contactor has submitted an offer. 
Contract period 
The successful contractors will be required to repair potholes continuously for the contract period which runs from 1 August 2009 until 30 June 2010.
Acceptance criteria

Potholes repaired must be according to road engineering specification standards and only SANS approved materials are to be used.
Unit of measurement

The successful contractor shall be reimbursed per square meter of work completed according to the rate specified in the schedule of quantities.
Health and safety

The successful contractor will be required to comply with all the health and safety regulations as specified by the department of labour and failure to do so will render the contractor liable for all damages caused and cancellation of the contract. The contractor will also be responsible for road and site safety and for the provision of the necessary signage. It will be incumbent upon the contractor to provide proof that his equipment, operational and safety plans comply with the department of man power specifications. 

Please note: Tenders solicited in terms of a quotation procedure:

Clause number F.2.1  is applicable: Only those tenderers who are registered with the CIDB, or are capable of being so prior to the     evaluation of submissions, in a 1SB or higher class of construction work, are eligible to have their tenders evaluated.
	TENDER FOR THE PROVISION OF SMALL WORKS 

SCHEDULE OF WORKS

	SECTION 1:  PRELIMINARY AND GENERAL 

	ITEM
	CLAUSE
	DESCRIPTION

	1.


	1200 A
	The rates shall include:

All fixed charge obligations including all contractual requirements, insurance, facilities for the contractor, site establishment and removal and all time related charge obligations, including supervision, overheads and other obligations. 

Contractor must show proof that he/she is registered at 

(1)
U.I.F

(2)
Workman’s Compensation Commissioner 

(3)
Occupational Health and Safety Act
(4)            CIDB Grading



OVERSTRAND MUNICIPALITY

SCHEDULE OF QUANTITIES

Repair of Potholes

	ITEM
	CLAUSE
	DESCRIPTION
	UNIT
	Rand value per m² for specific areas

	
	
	
	
	HERMANUS
	GANSBAAI
	KLEINMOND
	STANFORD

	4.1

4.2

4.3.

4.4
	
	Holes 0.0 to 30.0mm deep.  Medium graded cold or hot premix on 65% cat emulsion at 1.2 l/m²

Holes 0.0 to 150 mm deep. Fill 120mm with base coarse material and compact to the satisfaction of the operational manager.  (Holes to be chipped out squarely to the correct depth.  Fill top 30mm as in item 1)

SLURRY

Conventional type:

6-12 mm thick, 1 % cement content

Quickset:

6-12 mm thick 1.5 - 2.0 % cement content


	m²

m²

m²

m²
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